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Specialized in offering top-end products for Chinese
Professional provider of first class solutions and technologies

Fluid control expert under harsh conditions

High performance and reliability

Full compliance with latest international norms

Wider applicable specification and higher performance-price ratio
Better industrial models suitable for more application environment
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PRODUCT MODEL DESCRIPTION >
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PRODUCT MODEL SPRING SPECIFICATIONS
Double guide rod fork type A: 4.2 Barair pressure B: air pressure is 5.5 Bar
DIAL THE SUPPORTED STRUCTURE TEMPERATURE TYPE

1: symmetric2:tilting L: low temperature type S: standard H: high temperature type

ROLE FORM

D: double role, S: single role GAS SOURCE FAULT LOCATION

FO: failure to open

FC: failure to turn off
CASE SPECIFICATION CODE

02-08
THE ATTACHMENT

CYLINDER SIZE SM: screw manually

20-100. HM: hydraulic manual

APPLICATION INDUSTRY >

Electric power Petrochemical industry Paper industry Energy industry Natural gas industry

Iron & Steel Nuclear power industry Coal chemical Chemical industry Offshore drilling platform
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STRUCTURAL FEATURES> CONSTRUCTION >

* Design and Contruction

The P series of heavy duty scotch yoke actuators is designed suitable for general purpose of valves and damper automation and offer a
wide range of torques enable to operate ball, butterfly, plug valves, dampers or any device that requires a quarter-turn operation for on-off
or modulating service.

* P01 series is the symmetrical design yoke that produces maximum torque at both end of the 90cycle providing travel stops. Middle
output torque is minimal. In line with the series of ball valve generates torque characteristics.

* P02 series is the canted design yoke that max produces torque. More in line with butterfly valve torque characteristics.

*Using technology of plating hard chorming, which can ensure longer service life.

* Pathway high-frequency quenching grinding treatment .sliding block using self-lubricating technology, which can ensure permanent
usability.

* P series actuators come along with a complete line of controls and monitoring accessories including Manual Handwheel (jacks-
rew).hydraulic overrides, limit switches,solenoid valves,positioners and other controls accessories. Orbitis treated by high

*Its modular design and construction provides maximized convenience during installation,maintenance and storage. frequency quenching and

grinding, with knock-down
design, low maintenance cost

PERFORMANCE FEATURES >

Whole shot blast, three bottom
three sides with paint treatment,
which dramatically improves
firmness of the painted surface and
overall corrosion resistant perfor-
mance

* P spring return actuator can provide 120000 n.m torque output, JDP double acting actuator can provide
240000 n.m torque out put. The maximum working pressure is 8 bar.
*Two independent travel adjustment bolts, can be in the range of +6°C to regulate valve switch position.
* Standard Operating temperature: Low Type(-40~ 80°C)
Standard Type (-20~80°C )
High Type(-206C~150°C)
* Comply with IP65 protection class.

Provides maximized operational flexibility in
selection and combination of power cylinder ,body and
spring pack depending on project requirement.
Additional benefit would be less cost for maintenance
and stocking of parts.

Manual Handwheel

e

Large square flexible,
increasing the life of the overall
heavy-duty pneumatic actuator
components.

High strength copper alloy,
sliding block with graphite self
lubricating function, square anti
jamming design

Spring fixed way, to protect the
integrity, safety and service life of
components.

S

Manual Handwheel

NAMUR standard size,
suitable for installation of limit
. . . . switch, positioner and other
Air Cylinder Air Cylinder accessories. .

Special increased valve shaft
bore diameter design, can install
thicker diameter shaft directly

- =- —
Spring Catridge Spring Catridge
Double travel adjustment Using technology of plating Unique new dual rod guide structure,
bolts, adjustable range is within + hard chroming of the cylinder inner torque distribution is more reasonable.
wall, itis corrosion resistant, and
wearable, which can ensure
Hydraulic Cylinder&Pump Hydraulic Cylinder&Pump longer working life.
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MATERIALS >

Serial
Number

=
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rial
Material ‘ Nsufwbaer EICHE
Nodular Cast Iron/Aluminium Alloy 21 Piston Alloy Steel/Aluminium Alloy
Lower Bushing Low Carbon Steel+Copper Alloy 22 Cylinder Rod Alloy Steel/Stainless Steel
Bushing O-ring NBR 23 Back Cylinder Cover Alloy Steel/Aluminium Alloy
Upper Bushing Low Carbon Steel+Copper Alloy 24 Lifting Plate Alloy Steel
Adjusting Bolt Alloy Steel 25 Rod Nut Alloy Steel/Stainless Steel
Adjusting Nut Alloy Steel 26 Piston Rod Bushing Low Carbon Steel+Copper Alloy
Body Cover Nodular Cast Iron/Aluminium 27 Front Cylinder Cover O-Rings NBR
Body Cover Bolt Stainless Steel 28 Support Ring Bronze Synthetic Material
Indicator Alloy Steel 29 Piston O-Ring NBR
Scotch Yoke Nodular Cast Iron 30 Piston Tight Bolt Alloy Steel
Axle Bumper Alloy Steel 31 Spring Case Front Cover Alloy Steel
Axle Pin Alloy Steel 32 Spring Rod Guide Bushing Alloy Steel
Sliding Block Alloy Brass ES Spring Rod Alloy Steel
Slide Block Alloy Steel 34 Spring Spring Steel
Connecting Bolts Alloy Steel 35 Spring Guide Bush Alloy Steel
Pin Alloy Steel 36 Spring Case End Cover Alloy Steel
Mounting Plate Alloy Steel 37 Spring Rod Tight Nut Alloy Steel
Front Cylinder Cover Alloy SteelfAluminium Alloy 38 Hydraulic Oil Cylinder Alloy Steel

O-Ring

NBR

39

Cover Bolt

Alloy Steel/Stainless Steel

Piston Rod

Alloy Steel

40

Orbital Module

Nodular Cast Iron

SYMMETRIC TECHNICAL DATA >

Double Action Output Torque

torque

Spring Single action Output Torque

torque

Symmetric type

Symmetrical Symmelrical
0° 45° 90° 0° 45° 90° Torque Curve - Aerorque
Closed Position Open Closed Position Open —— Spring Torque
SYMMETRIC DOUBLE ACTION
4.0Bar 5.0Bar 6.0Bar 8.0Bar
0° R 90° 0° R 90° 0° R 90° 0° R 90°
PO1-D02-20 1,460 908 1,403 1,827 1,135 1,755 2,193 1,362 2,106 2,924 1,816 2,807
P01-D02-25 2,284 1,419 2,226 2,855 1,773 2,783 3,426 2,128 3,339 4,568 2,837 4,452
P01-D02-30 3,289 2,043 3,231 4,11 2,554 4,039 4,934 3,064 4,847 6,578 4,086 6,462
P01-D02-35 4,477 2,781 4,419 5,596 3,476 5,524 6,715 4471 6,628 8,954 5,561 8,838
P01-D03-35 5,419 3,366 5,262 6,774 4,208 6,577 8,129 5,049 7,893 10,839 6,732 10,524
P01-D03-38 6,388 3,968 6,231 7,985 4,960 7,788 9,582 5,952 9,346 12,777 7,936 12,461
PO01-D03-43 8,180 5,081 8,022 10,225 6,351 10,028 | 12,270 7,621 12,034 16,360 10,162 16,045
P01-D04-43 10,492 6,517 10,217 13,115 8,146 12,772 | 15738 9,775 15,326 | 20,984 | 13,033 | 20,435
P01-D04-48 13,074 8,120 12,799 16,342 | 10,150 15,999 | 19,610 12,180 19,199 26,147 16,241 25,599
P01-D04-53 15,939 9,900 | 15665 | 19,924 | 12,375 19,581 | 23,909 | 14,850 | 23,497 | 31,878 19,800 31,330
P01-D05-53 19,586 | 12,165 | 19,143 24,483 | 15207 | 23,928 | 29,379 | 18,248 | 28,714 39,173 24,331 38,285
PO1-D05-58 23,456 | 14,569 | 23,013 | 29,320 | 18,211 28,766 | 35184 | 21,584 | 34,519 46,912 29138 | 46,025
P01-D05-63 27,675 | 17,189 | 27,231 34,593 | 21,486 | 34,039 | 41,512 | 25784 | 40,847 | 55349 | 34,378 | 54,462
P01-D06-63 34,546 | 21,457 | 33,682 | 43182 | 26,821 42,02 | 51,818 32,185 | 50,523 | 69,091 42,914 | 67,364
P01-D06-68 40,247 | 24,998 | 39,383 | 50,308 | 31,247 | 49,228 | 60,370 | 37,497 | 59,074 | 80,493 | 49,996 | 78,766
P01-D06-73 46,383 | 28,809 | 45519 | 57,978 | 36,011 56,899 | 69,574 | 43,124 | 68,278 | 92,765 | 57,618 91,038
PO1-D07-68 53,628 | 33104 | 52,468 | 67,035 | 41,380 | 65585 | 80,442 | 49,656 | 78,702 | 107,256 | 66,208 | 104,936
P01-D07-73 61,804 | 38,151 | 60,645 | 77,255 | 47,688 | 75806 | 92,706 | 57,226 | 90,967 | 123,608 | 76,302 | 121,290
P01-D07-80 74,225 | 45818 | 73,066 | 92,781 | 57,272 91,332 | 111,337 | 68,727 | 109,599 | 148,450 | 91,636 | 146,132
P01-D08-80 98,968 | 61,092 | 97,097 | 123,710 | 76,365 | 121,371 | 148,452 | 91,638 | 145645 | 197,936 | 122,184 | 194,194
P01-D08-90 125,257 | 77,319 | 123,385 | 156,571 | 96,648 | 154,231 | 187,885 | 115978 | 185,077 | 250,514 | 154,638 | 246,770
P01-D08-100 154,638 | 95456 | 152,767 | 193,297 | 119,320 | 190,958 | 231,957 | 143184 | 229,150 | 309,276 | 190,912 | 305,534
5.
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CANTED TECHNICAL DATA >
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$02-20

$02-25

S02-30

-35

S0

S03-38

S03-43

S04-43

-48

S04-53

S05-53

S$05-58

S05-63

S06-63

S06-68

S06-73

S07-68

S07-73

S07-80

S08-80

S08-90

P01-S08-100

CANTED SINGLE ACTION

Sping Torque

Air Torque:air Supply Pressure

4.0BAR 5.0BAR 6.0BAR 8.0BAR

0° R 90° 0° R 90° 0° R 90° 0° R 90° 0° R 90°
D| 602 | 495 | o75 | 858 | 413 | 428 | 1,225 | 640 | 780 | 1,591 | 867 | 1,131
B | 790 | 650 | 1,280 1,037 | 485 | 475 | 1,403 | 712 | 826 | 2,134 | 1,166 | 1,527
A 913 751 1,479 | 1,371 668 747 1,942 | 1,022 1,304 | 2,513 | 1,377 | 1,860
B | 1,239 | 1,019 | 2,007 1616 | 754 | 776 | 2,187 | 1,409 | 1,332 | 3,329 | 1,818 | 2,445
A | 1,301 | 1,080 | 2,141 | 1,988 | 963 | 1,000 | 2,810 | 1,474 | 1,898 | 3,633 | 1,984 | 2,706
B | 1,787 | 1,469 | 2,894 2,324 | 1,085 | 1,145 | 3,147 | 1,595 | 1,953 | 4,791 | 2,617 | 3,568
A | 1,628 | 1,352 | 2,679 | 2,849 | 1,429 | 1,740 | 3,968 | 2,124 | 2,845 | 5,087 | 2,819 | 3,949
B | 2,140 | 1,759 | 3,466 3,456 | 1,717 | 2,058 | 4,575 | 2,412 | 3,162 | 6,814 | 3,802 | 5372
A | 1,803 | 1,539 | 3,008 | 3,616 | 1,827 | 2,164 | 4,971 | 2,669 | 3,479 | 6,326 | 3,510 | 4,795
B | 2,566 | 2,120 | 4,189 4,208 | 2,088 | 2,388 | 5,563 | 2,929 | 3,704 | 8,273 | 4,612 | 6,335
A | 2,480 | 2,049 | 4,048 | 3,908 | 1,919 | 2,183 | 5,505 | 2,911 | 3,740 | 7,102 | 3,903 | 5,298
B | 3,303 | 2,729 | 5,391 4,682 | 2,231 | 2,397 | 6,279 | 3,223 | 3,955 | 9,474 | 5207 | 7,070
A | 3,049 | 2,519 | 4,977 | 5,131 | 2,562 | 3,045 | 7,176 | 3,832 | 5,051 | 9,221 | 5,102 | 7,057
B | 4,097 | 3,554 | 7,223 6,128 | 2,797 | 2,805 | 8,173 | 4,067 | 4,811 | 12,263| 6,608 | 8,822
A | 4167 | 3,569 | 7,202 | 6,325 | 2,948 | 3,015 | 8,948 | 4,577 | 5,570 | 11,571 6,206 | 8,124
B | 5436 | 4,656 | 9,395 7,679 | 3,490 | 3,377 | 10,302| 5,119 | 5,931 | 15,548| 8,377 | 11,040
A | 5,125 | 4,390 | 8,857 | 7,949 | 3,730 |r3,942 | 11,217 | 5,760 | 7,142 | 14,485| 7,790 | 10,342
B | 6,406 | 5,582 | 11,372 9,936 | 4,568 | 4,627 | 13,204| 6,598 | 7,827 | 19,741 10,659 | 14,227
A | 6,214 | 5,323 [10,745| 9,275 | 4,577 | 4,920 | 13,710 7,052 | 8,836 | 17,695| 9:527 | 12,752
B | 8,236 | 7,054 | 14,234 11,688 | 5,321 | 5,347 | 15,673 7,796 | 9,263 | 23,642 | 12,746 | 17,096
A | 7,651 | 6,505 | 13,070 | 11,935 | 5,660 | 6,073 | 16,832 | 8,702 | 10,858 | 21,728 11,743 | 15,644
B |10,204| 8,675 | 17,431 14,279 | 6,532 | 6,497 | 19,175| 9,573 | 11,283 | 28,969 | 15,656 | 20,854
A | 9,296 | 7,733 | 15,538 | 14,160 | 6,836 | 7,475 | 20,024 (10,478 | 13,228 | 25,888 | 14,121 | 18,981
B | 12,124 10,308| 20,710 17,196 | 7,903 | 8,056 | 23,060 | 11,546 | 13,809| 34,788 | 18,830 | 25,315
A [10,971] 9,328 | 18,742 [ 16,704 | 7,861 | 8,489 | 23,622 12,158 | 15,207 | 30,541 16,456 | 22,105
B [ 14,127 12,010| 24,132 20,466 | 9,476 | 9,907 | 27,385| 13,774 | 16,715| 41,222 | 22,368 | 30,330
A | 13,456 | 11,608 | 23,515 | 21,090 | 9,849 | 10,167 | 29,726 | 15,213 | 18,587 | 38,362| 20,577 | 27,008
B [ 17,092 14,744 29,869 26,090 | 12,077 [ 12,233 | 34,726 17,441 | 20,654 | 51,999 | 28,170 | 37,495
A | 15,243 13,149 | 26,637 | 25,004 | 11,849 | 12,746 | 35,065 | 18,098 | 22,501 | 45,127 | 24,348 | 32,43/
B | 20,474 | 17,662 35,779 29,834 | 13,585 | 13,449 | 39,896 | 19,835 | 23,295| 60,019 | 32,334 | 42,987
A 17,816 15,368 | 31,314 | 28,567 | 13,441 | 14,385 | 40,162 | 20,643 | 25,765 | 51,758 | 27,846 | 37,144
B | 23,159 19,978 40,471 34,819 |16,033 | 16,428 | 46,415 | 23,236 | 27,807 | 69,606 | 37,640 | 50,567
A | 20,914 | 17,545 36,467 | 32,714 | 15559 | 16,001 | 46,121 (23,835 | 29,118 | 59,528 | 32,111 | 42,235
B | 26,143 21,931 45,583 40,892 19,449 | 20,002 | 54,299 | 27,725 | 33,119 81,113 | 44,277 | 59,353
A | 24,103 20,220 | 42,026 | 37,701 | 17,931 18,619 | 53,152 | 27,468 | 33,780 | 68,603 | 37,006 | 48,941
B [30,129 25,274 52,533 47,126 | 22,414 | 23,273 | 62,577 31,952 | 38,434 | 93,479 | 51,028 | 68,757
A | 28,947 24,283 | 50,473 | 45,278 | 21,535 | 22,593 | 63,834 | 32,989 | 40,859 | 82,390 | 44,444 | 59,126
B | 36,184 30,354 63,091 56,507 | 26,918 | 28,241 | 75,153 | 38,373 | 46,508 | 112,266| 61,282 | 83,041
A | 38,597 | 32,378 67,298 | 60,371 | 28,714 | 29,799 | 85,113 | 43,987 | 54,073 109,855 59,260 | 78,347
B | 48,246 | 40,473 84,122 75464 | 35,892 | 37,249 (100,206 51,165 | 61,523 | 149,690/ 81,711 [110,072
A | 48,850 40,979 | 85,174 | 76,407 | 36,340 | 38,211 [107,721| 55,669 | 69,057 |139,035| 74,999 | 99,903
B | 61,062 51,223 (106,468 95,509 45,425 | 47,763 [126,823) 64,755 | 78,609 | 189,452| 103,415(140,302
A | 60,308 50,591 [105,153| 94,330 | 44,865 | 47,614 [132,989| 68,729 | 85,805 171,649 92,593 | 123,997
B | 75,385 63,239 131,441 117,912|56,081 | 59,517 |156,572) 79,945 | 97,709 | 233,891| 127,673|174,093]

CANTED TECHNICAL DATA >

torque

Double Action Output Torque

Spring Single action Output Torque

Canted Type

o |\
=] 1
\ g
| 2
Canted [
o 45° 90° o 45° 90° Torque Curve
Closed Position ~ Open Closed Position  Open ——Torque Curve Air Torque
——Spring Torque
A D DOUB A @)
Model 4.0Bar 5.0Bar 6.0Bar 8.0Bar
0° R 90° 0° R 90° 0° R 90° 0° R 90°

P02-D02-20 1,836 908 1,279 2,295 1,135 1,599 2,754 1,362 1,919 3,672 1,816 2,559
P02-DO 2,869 1,419 1,999 3,586 1,773 2,499 4,303 2,128 2,998 5,737 2,837 3,998
P02-D02-30 4,131 2,043 2,879 5,164 2,554 3,508 6,196 3,064 4,318 8,262 4,086 5,757
P02-DO 5,623 2,781 3,918 7,028 3,476 4,898 8,434 4471 5,877 11,245 | 5,561 7,836
P02-DO 6,806 3,366 4,743 8,508 4,208 5929 | 10,209 | 5049 7,114 13613 | 6,732 9,486
P02-D03-38 8,023 3,968 5,501 10,029 | 4,960 6,988 | 12,035 | 5952 8,386 16,046 | 7,936 11,182
P02-DO 10,273 | 5,081 7,159 12,842 6,351 8,949 15,410 7,621 10,738 | 20,547 | 10,162 14,318
P02-DO 13177 | 6,517 9,182 16,471 8,146 1,477 | 19,765 | 9,775 13,773 | 26,353 | 13,033 | 18,364
P02-D04-48 16,419 | 8,120 1,441 | 20,524 | 10,450 | 14,302 | 24,629 | 12,180 17,62 | 32,838 | 16,241 22,883
P02-DO 20,018 | 9,900 | 13959 | 25023 | 12,375 | 17,347 | 30,027 | 14,850 | 20,924 | 40,036 | 19,800 | 27,899
P02-DO 24,508 | 12,65 | 17,141 | 30,748 | 15207 21,426 | 36,898 | 18,248 | 25712 | 49197 | 24,331 | 34,282
P02-D05-58 29,450 | 14,569 | 20,5281 | 36,823 | 18,211 25,660 | 44,188 | 21,854 | 30,792 | 58917 | 29,138 | 41,055
P02-DO0 34,757 | 17,189 | 24,220 | 43,446 | 21,486 | 30,274 | 52135 | 25784 | 36,320 | 69,513 | 31,378 | 54,462
PO 6 43,386 | 21,457 | 30,233 | 54,332 | 26,821 37,791 | 65,079 | 32,185 | 45349 | 86,771 | 42,914 | 60,465
PO 68 50,546 | 24,998 | 35222 | 63,182 | 31247 | 44,027 | 75818 | 37497 | 52,833 | 101,001 | 49,996 | 70,444
PO 58,252 | 28,809 | 40,502 | 72,815 | 36,011 50,740 | 87,378 | 43214 | 60,888 | 116,504 | 57,618 | 81,184
P02-D07-68 67,035 | 3304 | 46,696 | 83,793 | 41,380 | 58,370 | 100,552 | 49,656 | 70,044 | 134,070 | 66,208 | 93,392
P02-DO 77,255 | 38151 | 53,974 | 96568 | 47,688 | 67467 | 115882 | 57,226 | 80961 | 154510 | 76,302 | 107,948
P02-D07-80 92,781 | 45818 | 65028 | 115976 | 57,272 | 81,285 | 139,471 | 8,727 | 97,542 | 185,562 | 91,636 | 130,056
PO 80 123,710 | 61,092 | 86,416 | 154,637 | 76,365 | 108,020 | 185,565 | 91,638 | 129,624 | 247,420 | 1221184 | 172,832
PO 90 156,571 | 77,319 | 109,812 | 195713 | 96,648 | 137,265 | 234,856 | 115978 | 164,718 | 313,142 | 154,638 | 219,624
P02-D08-100 193,207 | 95456 | 135,962 | 241,621 | 119,320 | 169,952 | 289,945 | 143,184 | 203,943 | 386,504 | 190,912 | 271,924
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CANTED TECHNICAL DATA >

P02-S02-20

P02-S02-25

P02-S02-30

P02-S02-35

P02-S03-35

P02-S03-38

P02-S02-43

P02-S04-43

P02-S04-48

P02-S04-53

P02-S05-53

P02-S05-58

P02-S05-63

P02-S06-63

P02-S06-68

P02-S06-73

P02-S07-68

P02-S07-73

P02-S07-80

P02-S08-80

P02-S08-90

P02-S08-

CANTED SINGLE ACTION

Air Torque:air Supply Pressure

Sping Torque

4.0BAR 5.0BAR 6.0BAR 8.0BAR
0° R 90° 0° R 90° 0° R 90° 0° R 90° 0° R 90°
A 670 452 808 1,166 456 471 1,625 683 791 2,084 810 1,111
B 876 591 1,056 1,419 544 543 1,878 771 863 2,796 |1,225 1,503
A| 1083 | 717 1,282 | 1,806 702 77 2,523 | 1,056 | 1,217 | 3,240 | 1,411 | 1,716
B | 1.396 942 1,683 2,190 831 816 2,907 | 1,186 | 1,315 4,341 | 1,895 2,315
A | 1496 | 1,020 1,834 | 2,635 1,023 | 1,045 3,668 | 1,534 | 1,764 4,700 | 2,044 | 2,484
B | 2,059 | 1,404 2,524 3,105 | 1,150 | 1,704 4,137 | 1,660 | 1,794 6,203 | 2,682 3,233
A | 1,807 | 1,262 2,299 | 3,816 1,519 | 1,619 5,221 | 2,214 | 2,599 6,627 | 2,909 | 3,578
B | 2543 | 1,735 3,118 4,485 | 1,741 1,780 5,891 2,436 | 2,759 8,702 | 3,826 4,718
A | 2,047 | 1,464 2,700 | 4,759 1,902 | 2,043 6,461 | 2,744 | 3,229 8,162 | 3,585 | 4,414
B | 3,093 | 2,098 | 3,759 5,415 | 2,110 | 2,170 7,116 | 2,951 3,355 | 10,520 | 4,634 5,727
A| 2759 | 1,973 | 3,641 | 5264 | 1,995 | 1,950 | 7,270 | 2,987 | 3,347 | 9,276 | 3,979 | 4,745
B | 3913 | 2,654 4,757 6,116 | 2,306 | 2,231 8,122 | 3,298 | 3,629 | 12,133 | 5,282 6,425
A | 3.637 | 2,467 4,421 | 6,636 2,614 | 2,738 9,205 | 3,884 | 4,528 | 11,773 | 5,154 | 6,317
B | 5017 | 3,403 | 6,099 7,825 | 2,948 | 2,850 | 10,393 | 4,218 | 4,639 | 15,530 | 6,759 8,219
A | 4,735 | 3,340 6,118 | 8,442 3,177 | 3,064 | 11,736 | 4,806 | 5,359 | 15,030| 6,435 | 7,655
B | 6,098 | 4,301 7878 10,373 | 3,845 | 3,599 | 13,667 | 5474 | 5895 | 20,255 |8,732 10,486
A | 5887 | 4,152 7,605 | 10,532 | 3,968 | 3,836 | 14,637 | 5,998 | 6,697 | 18,742| 8,028 | 9,557
B | 7.754 | 5,469 | 10,017 12,770| 4,681 | 4,285 | 16,875| 6,711 7,145 | 25,084 | 10,772 |12,866
A | 7.035| 4,962 | 9,088 | 12,983 | 4,938 | 4,861 | 17,988 | 7,413 | 8,349 | 22,992| 9,888 | 11,836
B | 9.217 | 6,502 | 11,908 15,806 | 5,873 | 5,529 | 20,810 8,348 | 9,016 | 30,819 | 13,298 |15,991
A | 8854 | 6,189 | 11,286 | 15,744 | 5976 | 5855 | 21,894 | 9,018 | 10,140 | 28,044 | 12,059 | 14,426
B | 11,770 | 8,235 | 15,018 18,978 | 6,972 | 6,408 | 25,128| 10,013 | 10,694 | 37,427 | 16,096 |19,264
A | 10,195| 7,133 | 13,008 19,264 | 7,436 | 7,520 | 26,628 | 11,078 | 12,652 | 33,993 | 14,721 | 17,784
B | 14,355| 10,044 | 18,316 22,468 | 8,167 | 7,344 | 29,833| 11,810 | 12,476 | 44,562 | 19,094 |22,739
A | 12,292| 8,601 | 15,684 | 22,465 | 8,588 | 8,536 | 31,154 | 12,885 | 14,590 | 39,843 | 17,183 | 20,645
B | 16,158 | 11,306 | 20,617 27,288 | 10,180 | 9,657 | 35977 | 14,478 | 15,712| 53,355 | 23,072 |27,822
A | 14,480 10,292 | 18,928 28,906 | 11,165 | 11,305 | 39,752 | 16,529 | 18,863 | 50,599 | 21,893 | 26,421
B | 18,967 | 14,028 | 26,335 35,265 | 12,793 | 11,456 | 46,112 | 18,157 | 19,014 | 67,804 | 28,886 |34,130
A | 17,715 | 12,691 | 23,156 | 32,831 | 12,407 | 12,066 | 45,467 | 18,656 | 20,871 | 58,103 | 24,906 | 29,677
B | 22,115 | 16,357 | 30,708 41,067 | 14,890 | 13,319 | 53,703 | 21,140| 22,125 78,976 | 33,639 |39,736
A | 19,992 | 14,209 | 26,132 38,260 | 14,600 | 14,460 | 52,823 | 21,802 | 24,608 | 67,386 | 29,005 | 34,756
B | 25,029 | 18,512 | 34,753 47,786 | 17,499 | 15,987 | 62,349 | 24,702 | 26,135| 91,475 | 39,106 |46,431
A | 23,423 16,141 | 32,090 | 43,612 | 16,963 | 14,606 | 60,370 | 25,239 | 26,280 | 77,129 | 33,515| 37,954
B | 29,280 | 20,176 | 40,113 54,513 | 21,204 | 18,257 | 71,272 | 29,480 | 29,931 | 104,790 | 46,032 |53,279
A | 26,995 | 18,602 | 36,982 50,260 | 19,549 | 16,992 | 69,573 | 29,086 | 30,485 | 88,887 | 38,624 | 43,979
B | 33,744 | 23,252 | 46,229 62,824 | 24,436 | 21,238 | 82,138 | 33,974 | 34,732 120,766| 53,050 |61,719
A | 32,420 | 22,340 | 44,416 | 60,361 | 23,478 | 20,612 | 83,556 | 34,932 | 36,869 | 106,751 46,387 | 53,126
B | 40,526 | 27,925 | 55,520 75,450 | 29,347 | 25,765 | 98,645 | 40,802 | 42,022 | 145,036 | 63,711 |74,536
A | 43,228 29,787 | 59,222 80,482 | 31,305 | 27,194 | 111,409| 46,578 | 48,798 | 142,337| 61,851| 70,402
B | 54,035 37,235 | 74,027 100,602( 39,130 | 33,993 | 131,530 54,403 | 55,597 | 193,385/ 84,949 |98,805
A | 54,712 37,700 | 74,953 |101,859| 39,619 | 34,859 | 141,001| 58,948 | 62,312 | 180,144| 78,278 | 89,765
B | 68,389 | 47,125 | 93,691 127,324| 49,523 | 43,574 | 166,467| 68,853 | 71,027 | 244,753| 107,513 | 125,933
A | 67,544 | 47,049 | 92,534 |125,753| 48,407 | 43,428 | 174,077| 72,271 | 77,418 | 222,401| 96,135 111,409
B | 84,431 58,812 | 115,668 157,190| 60,508 | 54,284 | 205,514| 84,372 | 88,275 | 302,163| 132,100 | 156,256

DIMENSION >

MODEL

Double Action

P01/02-02-20

P01/02-02-25

P01/02-02-30

P01/02-02-35

P01/02-03-35

P01/02-03-38

P01/02-03-43

P01/02-04-43

P01/02-04-48

P01/02-04-53

P01/02-05-53

P01/02-05-58

P01/02-05-63

P01/02-06-63

P01/02-06-68

P01/02-06-73

P01/02-07-68

P01/02-07-73

P01/02-07-80

P01/02-08-80

P01/02-08-90

Symmetric
SYMMETRIC AND CANTED DATA
A 4.23arA15‘55ar B c D E F G H I J
720 1240 | 1255 311 | @270 42 510 175 100 250 14 53.8
720 1255 | 1285 336 | @320 67 510 175 100 250 14 53.8
720 1315 | 1325 361 | @370 92 510 175 100 250 14 53.8
720 1355 | 1370 | 386 | @420 17 510 175 100 @50 14 53.8
840 1545 | 1550 | 467 | @420 100 585 210 165 280 20 84.9
840 1560 | 1615 482 | @450 115 585 210 165 280 20 84.9
840 1600 | 1665 507 | @500 140 585 210 165 280 20 84.9
1045 1895 | 1920 573 | @510 127 735 264 200 290 25 95.4
1045 1935 2070 598 | ©560 152 735 264 200 290 25 95.4
1045 2045 | 1980 623 | 9610 177 735 264 200 290 25 95.4
1365 2405 | 2475 680 | @610 148 930 385 230 2120 32 127.4
1365 2405 | 2555 710 | 9670 178 930 385 230 | 2120 32 127.4
1365 2535 | 2645 735 | @720 203 930 385 230 2120 32 127.4
1575 2980 | 3025 815 | @720 160 1075 | 440 275 | 2150 36 158.4
1575 3030 | 3100 850 | @790 195 1075 | 440 275 2150 36 158.4
1575 3110 3190 875 | 2840 220 1075 | 440 275 | 2150 36 158.4
1915 3490 | 3510 910 | @790 145 1335 | 520 275 2190 45 200.4
1915 3520 | 3560 935 | 2840 170 1335 | 520 275 | 2190 45 200.4
1915 | 3565 | 3595 | 975 | @920 210 1335 | 520 275 | @190 45 200.4
2400 4250 | 4300 | 1115 | @920 140 1680 | 650 335 | 9250 56 262.4
2400 4380 4420 1170 | @1030| 195 1680 650 335 2250 56 262.4
2400 | 4480 | 4550 | 1220 | @130 | 245 1680 | 650 335 | 9250 56 262.4

This data is for reference only, subject to change without notice!
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Single Action

i
e — ® P Double Action Pneumatic Action+Accessories

Brand: KROM

Model: P-DA Series

Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
working air pressure: 3~6Bar

AN Cylinder Diameter:200~1000mm can be customized

Output torque: 600 ~229000N.m can be customized

i. Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual

Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch,

pressure relief valve, air operated valve,
SYMMETRIC AN ANTED D Fast drain valve, Lock up valve and so on.

K1 K2 L1 L2 M N (e] P X Y Z Air Connection
2165 4-M20 30 80 130 30 80 80 4-M8 RC 3/8"
2165 4-M20 30 80 130 30 80 80 4-M8 RC 1/2"
2165 4-M20 30 80 130 30 80 80 4-M8 RC 1/2"
@254 | 298 | 8-M16 | 8-M20 30 80 130 30 80 80 4-M8 | RC3/4" Brand: KROM
2254 | 2298 | s-M16 | 8-M20 30 80 130 30 80 80 4-M8 | RC3/4" Model: P-DA Series
2254 2298 a6 5120 20 20 130 20 20 80 M8 RC 3/4" Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
2298 2356 8-M20 | 8-M30 30 80 130 30 100 100 4-M10 RC1" working air pressure: 3-68ar
Cylinder Diameter: 200~ 1000mm can be customized
2298 2356 8-M20 8-M30 30 80 130 30 100 100 4-M10 RC1" Output torque: 600~229000N.m can be customized
2298 @356 8-M20 8-M30 30 80 130 30 100 100 4-M10 RC 1" Stroke range: 0 ~90°+5°
2298 2356 8-M20 8-M30 30 80 130 30 140 160 4-M12 RC1" Body material:SG Iron. aluminium alloy
2298 @356 8-M20 8-M30 30 80 130 30 140 160 4-M12 RC 1" Manual device: Hydraulic manual Screw manual
2298 2356 8-M20 8-M30 30 80 130 30 140 160 4-M12 RC1" Working temperature: Standard: -20°C ~80°C
2406 | 2483 | g-M36 | 12-M36 | 30 80 130 30 160 160 | 4-M12 | RC11/4” Low temperature: -40°C~80°C
2406 | 0483 | g-M36 | 12-M36 30 80 130 30 160 160 4-M12 | RC11/4" High temperature: -20°C ~150°C
Optional accessories: solenoid valve, positioner, limit switch,
2406 2483 8-M36 | 12-M36 30 80 130 30 160 160 4-M12 | RC11/4" ; .
pressure relief valve, air operated valve,
2406 0483 | 8-M36 | 12-M36 30 80 130 30 180 180 4-M16 | RC11/4" Fast drain valve, Lock up valve and so on.
2406 2483 8-M36 | 12-M36 30 80 130 30 180 180 4-M16 | RC11/4"
2406 0483 8-M36 | 12-M36 30 80 130 30 180 180 4-M16 | RC11/4"
2483 @603 | 12-M36 | 20-M36 30 80 130 30 200 200 4-M16 | RC11/2"
2483 @603 | 12-M36 | 20-M36 30 80 130 30 200 200 4-M16 | RC11/2"
2483 2603 | 12-M36 | 20-M36 30 80 130 30 200 200 4-M16 | RC11/2"

This data is for reference only, subject to change without notice!
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m P Double Action Pneumatic Actuator+Hydraulic Speed Co | = P Non Standard Double Action Pneumatic Actuator+Hydraulic Manual Module

Brand: KROM Brand: KROM
Model: P-DA Series Model: P-DDA Series
Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type

working air pressure: 3~6Bar

Cylinder Diameter: 200 ~1000mm can be customized
Output torque: 500~460000N.m can be customized
Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual
Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

working air pressure: 3~6Bar

Cylinder Diameter: 200 ~1000mm can be customized
Output torque: 600~229000N.m can be customized
Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual
Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch, Optional accessories: solenoid valve, positioner, limit switch,
pressure relief valve, air operated valve, pressure relief valve, air operated valve,
Fast drain valve, Lock up valve and so on. Fast drain valve, Lock up valve and so on.

® P Non Standar

ible Action Pneumatic Ac

m P Single Action Pneumatic Actuator

Brand: KROM Brand: KROM

Model: P-DDA Series Model: P-SR Series

Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
working air pressure: 3~6Bar working air pressure: 3~6Bar

Cylinder Diameter: 200 ~1000mm can be customized
Output torque: 500~460000N.m can be customized
Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual
Working temperature: Standard: -20°C ~80°C

Cylinder Diameter: 200~ 1000mm can be customized
Output torque: 600 ~96180N.m can be customized
Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual
Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C Low temperature: -40°C~80°C

High temperature: -20°C ~150°C High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch, Optional accessories: solenoid valve, positioner, limit switch,
pressure relief valve, air operated valve, pressure relief valve, air operated valve,

Fast drain valve, Lock up valve and so on. Fastdrain valve, Lock up valve and so on.
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m P Single Action Pneumatic Actuator+ Accessories

Brand: KROM

Model: P-SR Series

Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
working air pressure: 3~6Bar

Cylinder Diameter: 200~ 1000mm can be customized

Output torque: 600 ~96180N.m can be customized

Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual

Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch,
pressure relief valve, air operated valve,

Fast drain valve, Lock up valve and so on.

m P Single Action Pneumatic Actuator+ Hydraulic Manual Module

Brand: KROM

Model: P-SR Series

Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
working air pressure: 3~6Bar

Cylinder Diameter: 200~ 1000mm can be customized
Output torque: 600 ~96180N.m can be customized
Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual
Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch,
pressure relief valve, air operated valve,

Fast drain valve, Lock up valve and so on.

PRODUCT SHOW >

m P Single Action Pneumatic Actuator+Screw Manual

Brand: KROM

Model: P-SR Series

Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
working air pressure: 3~6Bar

Cylinder Diameter: 200~ 1000mm can be customized

Output torque: 600 ~96180N.m can be customized

Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual

Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch,

pressure relief valve, air operated valve,
Fast drain valve, Lock up valve and so on.

m P Non Standard Double Cylinder Single Action Pneumatic Actuat

Brand: KROM

Model: P-SSR Series

Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
working air pressure: 3~6Bar

Cylinder Diameter: 200 ~1000mm can be customized

Output torque: 600~ 192360N.m can be customized

Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual

Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch,
pressure relief valve, air operated valve,

Fast drain valve, Lock up valve and so on.
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m P Low Pressure Hydraulic Actuator+ Hydraulic Manual Module

Brand: KROM

Model: P-SR Series

Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
working air pressure: 16Mpa

Cylinder Diameter: Non Standard customization

Output torque: 600 ~96180N.m can be customized

Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual

Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch,

pressure relief valve, air operated valve,
Fast drain valve, Lock up valve and so on.

m P High Pressure Hydraulic Actuator+ Hydraulic Manual Module

Brand: KROM

Model: P-SR Series

Structure type: Symmetric Yoke Scotch Type, Canted Yoke Scotch Type
working air pressure: 32Mpa

Cylinder Diameter: Non Standard customization

Output torque: 600 ~96180N.m can be customized

Stroke range: 0~90°+5°

Body material:SG Iron, aluminium alloy

Manual device: Hydraulic manual Screw manual

Working temperature: Standard: -20°C ~80°C

Low temperature: -40°C~80°C

High temperature: -20°C ~150°C

Optional accessories: solenoid valve, positioner, limit switch,

pressure relief valve, air operated valve,
Fast drain valve, Lock up valve and so on.

PRODUCT SHOW >

m Set of P Single Action Pneumatic Ball Valve

Product brand : KROM

Design Standard : ASME., API. GB. JIS. DIN

Nominal pressure : [Class] 150, 300, 600, 900, 1500...
[MPa] 1.0, 1.6, 2.5, 4.0, 6.4, 10.0...

[K] 10, 20, 30...

Nominal diameter : [Inch] 2"~ 60"

[mm] 100, 150, 200...

Driving method : Pneumatic, Hydraulic, Worm wheel
Connections type : Flange. Welding

Body material : WCB, 304/CF8. 316/CF8M, 304L/CF3.
316L/CF3M and so on.

m P Quick Open Set of Pneumatic Ball Valve

Product brand : KROM

Design Standard : ASME, API. GB. JIS. DIN

Nominal pressure : [Class] 150, 300, 600, 900, 1500...
[MPa] 1.0, 1.6, 2.5, 4.0, 6.4, 10.0...

[K]110, 20, 30...

Nominal diameter : [Inch] 2" ~60"

[mm] 100, 150, 200...

Driving method : Pneumatic, Hydraulic, Worm wheel
Connections type : Flange, Welding

Body material : WCB, 304/CF8, 316/CF8M, 304L/CF3, 316L/CF3M and so on.




